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6'-0" MAX. (FOR 48" SIGN)
5'=0" MAX. (FOR 36" SIGN)

SPAN WIDTH MEASURED FROM FACE OF POLE TO FACE OF POLE

STATE
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SEE DETAIL “A”

SPAN — VARIABLE (SEE SUMMARY SHEET FOR ACTUAL SPAN WIDTH)
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SEE DETAIL “A“

3 BOLT 1” GALV. CLAMPS
WITH 54" GALV. BOLTS
(TYP)

ﬂ{ﬂe~SEE DETAIL “B”
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SOUTHBOUND NORTHBOUND
LANF # LANE #1
(TURNILANE )

LANE DIRECTION VARIABLE-
AS SPECIFIED
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SIGN DETAILS ARE COVERED UNDER SEPARATE
DRAWINGS AND/OR STANDARD HIGHWAY SIGNS
BOOK (CURRENT EDITION).
SHOWN ARE REPRESENTATIONAL., ONLY.
TO STATION{S) GIVEN FOR EXACT NUMBER AND

REQUIRED.

CLASS NO. 2., 30’ TREATED TIMBER PBLE-——~\\$§

WHEN GUARD RAIL IS PRESENT,.
FACE OF POLE SHALL BE PLACED
A MINIMUM OF 6 FT BEHIND FACE

OF GUARD RAIL.

DISTANCE SPECIFIED IN PLANS.
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120" LANE ’L

14’ —0" LANE _L

12'-0" LANE ’L

12’ —0" LANE

CURB
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VARTABLE (SEE PLANS)
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WHERE R/W PERMITS. % | ! CABLE. X |
30° OR 45° ANGLE ”5 ! % 2’ MAX CABLE OVERLAP !
GUYS SHALL BE USED ! |
™~ cuY FITTING, SIDEWALK TYPE. |
GUY FITTING, SIDEWALK | POLE PLATE FOR 27 PIPE !
TYPE, END CLAMP FOR | |
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2" PIPE / | ™ CLASS NO. 2. 30’ TREATED TIMBER POLE !
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2" GALV. PIPE it ‘
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8'~16° ABOVE ! | OF CONCRETE SIDEWALK AND FOR EXACT b,
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FILLER WHEN CLEARANCE
IS LESS THAN 3" (TYP)

ROADWAY SECTION WITH NON-MOUNTABLE CURB

USE 134" ROUND WASHER UNDER

NUT IF BOLT HOLE IN GUY HOOK

IS LARGER THAN 134"

BACK VIEW

DETAIL

p g sy

SIDE VIEW

I44 "
A

(SEE PARTS LIST)

DETAIL "B”
(SEE PARTS LIST)

CABLE CLAMP SHOWN.

PREF ORMED u
CABLE GRIP MAY BE USED. —_—\\\\i.
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DETAIL

6“ MIN. CLEARANCE ON ALL SIDES

(TYP)

EACH POLE SHALL BE SET IN CLASS "B“
CONCRETE FOUNDATION IN A PLUMB
POSITION UNTIL CONCRETEIS FIRMLY SET

TAMP BACKFILL SOLIDLY

—34" x 8’ RAGD

NOTE:

CRUSHED STONE SHALL BE
INSTALLED IN ANCHOR HOLE
UNTIL DIMENSION “B” IS
EQUAL TO DIMENSION “A”
(DIAMETER OF ANCHOR HOLE)

( INSTALLATION SHOWN FOR 8” CONE TYPE

GUY ANCHOR (6M).

COMPARABLE SCREW
TYPE (6M) MAY BE USED)
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NUMBER OF SIGNS
REFER

OTHERWISE. USE
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BN 30° OR 45° ANGLE
N - GUYS SHALL BE USED
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—SEE DETAIL “C*
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3,4’ SPACE BOLTS

34’ M F LOCKNUTS

4" x 4" CURVED WASHERS.!3" HOLE

34 THIMBLE EYE NUT

HEAVY DUTY GUY HOOK

t" x 4" LAG SCREW
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35" GLAV. CABLE AND CLAMPS

H | STRANDVISE

NOTE: PREFORMED CABLE GRIPS MAY BE
USED IN LIEU OF CABLE CLAMPS.

PARTS LIST

ROADWAY SECTICON WITHOUT CURB

DATE REVISIONS

GEORGIA DEPARTMENT OF
TRANSPORTATION

OFFICE OF TRAFFIC SAFETY & DESIGN

DETAILS OF
TIMBER POLE ERECTIGN
FOR OVERHEAD SIGNS
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